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4-0FF 13mm 
FIXING SLOTS 
(SEE DETAIL) 
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ANY UN-INSULATED CONDUCTOR AND 
ANY EARTHED METAL PARTS. 

APPROX WEIGHT 105Kg 

160.0mm 150.0mm 

50 x 6mm THK 
COPPER FLAG TERMINALS 1 ---rrr-----+-----/+l 
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2-0FF M8 EARTH STUDS 
AREA AROUND STUD TO 

BE FREE FROM ANY VARNISH 
OR INSULATING MATERIAL. 

(SEE DETAIL ABOVE) 
TO A MIN OF 019mm. 

(BOTH TO HAVERS 504-978 
EARTH SYMBOL AS SHOWN) 
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BASE OF ANGLES 

COPPER FLAGS ARE TO BE 
INSULATED AS ABOVE 

(NO INSULATION WITHIN 25mm 
OF HOLES IN COPPER FLAGS) 

DETAILS OF 
FIXING CENTRES 

(VIEW N. T.S) 
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n 

MOUNTING BASE AND 4-0FF 
FIXING POINTS TO BE FREE 

FROM ANY VARNISH 
OR OTHER INSULATING MATERIAL. 

(I.E SHADED AREA AS DETAILED ABOVE) 
BASE OF ANGLES TO BE FREE 

OF VARNISH (I.E LINISH TO BARE METAL) 

TO BE FREE OF VARNISH 
(LINISH TO BARE METAL) 
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